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Issued to: Performance fabrics, Inc. 
T/A HexArmor 
2000 Oak Industrial Dr. NE 
Grand Rapids 
MI 49505 
USA 
 

 
It is certified that the manufacturer’s technical file and the PPE detailed below have been assessed and 
found to be in accordance with Regulation (EU) 2016/425 for Category II PPE. 
 
PPE Product:  HexArmor® EXT Rescue Barrier® 4013 glove that offers cut, puncture and impact 
protection comprising PVC coated palm with 1 layer of SuperFabric on the full palm with extended coverage 
on cuff (48% nylon, 26% PVC, 16% cotton, 4% polyurethane, 4% polyester, 1% spandex,).  Inner cotton 
lining comprising of1 layer of HA607P2 SuperFabric sewn into the full palm (52% cotton, 43% polyester, 5% 
plastic) with SlipFit® and anti-debris cuff and thermal plastic rubber to back of hand impact protection, palm 
and impact guards. The glove is available in five sizes: 7 to 11. 
 
When examined the PPE type complies with the applicable essential health and safety requirements detailed 
in Annex II of the regulations and the relevant requirements in the harmonised standard, 
 

EN 388:2016 Performance levels 4, X, 4, 1, F, P 
 

 
The manufacturer’s information notices detailed within technical file 4013 in English have been assessed 
and found to have addressed all of the relevant requirements of the standards. However the detailed content 
of the notice is the responsibility of the manufacturer as are translations into other languages. 
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ALL TEST DOCUMENTS MUST BE INCLUDED IN THE TECHNICAL FILE 
 

Requirement Assessment Technical Documentation 

Technical File Technical file in order with  
PPE Regulation (EU) 2016/425 

4013 Revision 2  
Dated December 17, 2018 

EN 388:2016 Class 4, X, 4,1, F, P WYMTS: 98025 
WYMTS: 86907 
WYMTS: 101721 
BMPolyco: MK 13038 
BMPolyco: MK 14048 

Product Markings Marking meets the requirements of  
EN 388, 

Detailed in Technical File 

 

Photograph of Glove 

 


